ALPHA RF900

Wireless PC control for ALPHA® indoor and
outdoor LED message centers.

Adaptive’s Alpha® RF900™ transceivers enable wireless networking solutions for
Alpha LED displays in retail, industrial and office applications. These cost effective,
compact devices may be configured for point to point or point to multi-point
communications in a client server network. Enables easy RS232 plug and play control
from the convenience of your PC — you can send important messages to Alpha LED
indoor and outdoor electronic message center (EMC) networks. Typical transmission
range is up to 500 feet indoors (dependent upon environment) and 3500 feet outdoors
for line-of-sight (LOS) between antennas installations.

BENEFITS:

e Reach locations where wired connections are not feasible

e Eliminate costly trenching for outdoor EMC installations

e Eliminate long, costly runs of network cable, conduit and associated labor
e Facilitates easy EMC installation exactly where critical information displays are required

INDOOR AND OUTDOOR ALPHA EMC APPLICATIONS:

e Commercial point-of-sale advertising programs generate a fast ROl
e On-premise roadside and drive-thru advertising

e Important community messaging — amber alerts/police/fire departments Alpha Director Indoor Display
e Financial rate displays — time & temperature data, drive-thru ads

e Campus/school announcements, way-finding and activity changes

* Employee communications — critical business goals, real-time data displays, safety and quality data

Interior typical up to 500 foot transmission range Individual client addressing enables flexible networking

Exterior up to 3500 feet LOS Individual channel server control for multiple networks

Small compact size for minimal desktop footprint Backwards compatible with existing Alpha EMCs*

Simple RJ11 connection to indoor Alpha EMCs Requires Alphanet™ PC software version 3.0.2 or higher

900e client installed inside AlphaEclipse® outdoor EMCs

* Dependent upon model type, consult your Alpha dealer







